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• Current BS EIRP  in 2 GHz licensed bands  ~60+ dBm range 
• 40 MHz CBRS ~ 53 dBm
• Propagation CBRS vs 2GHz  Up to ~2mi impact due to power differences
• AT&T to advocate a proposal to the FCC to allow a new  CAT C CBSD with higher power
• Higher power allows operational ,technical flexibility and enables additional use 5G cases for CBRS as a mid band anchor  for NR
• Under appropriate conditions, as determined by the SAS, CAT C devices can take advantage of mid band propagation characteristics
• Current implementation of part 96 standards enables SAS to enforce  fair and equal sharing  in the CBRS  band, even in high power mode

• AT&T proposal will continue to protect incumbents under current part 96 rules, while allowing for higher power CBSD
• AT&T proposal will not impact current SAS certifications
• AT&T proposal will continue to share spectrum fairly with other users as defined in part 96 and WINNF standards
• High power  CBSD will not disadvantage existing CAT A or CAT B  CBSD in a shared band.
• Certified SAS es enables equal sharing irrespective  of CBSD power class



Current FCC part 96 rules
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• PPA –
• Default protection contour determined by the SAS as a ‐96 dBm/10 MHz contour around each CBSD /CBSD cluster
• A single combined protection area for multiple overlapping CBSDs operated by the same Priority Access Licensees
• The PAL Protection Area may not extend beyond the boundaries of the Priority Access Licensee’s Service Area.  

• In addition part 96 also defines protection thresholds aggregate interference limits to
• FSS – Tier 1 incumbent
• DPA – Tier 1 incumbent
• PALS – Tier 2 priority users

FSS

SAS defined PPA

PAL license area eg county

DPA

CAT C PAL CBSD

CAT A/B GAA CBSD

PAL license area eg county



The Proposal
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• To add CAT C  CBSD to part 96 rules with max allowable EIRP upto 62 dBm/10 MHz 

• SAS will ensure CAT C CBSD will conform to 
• ‐96 dBm/10 MHz for PPA contour threshold for PAL allocations PPA
• GAA contours will be defined using existing WINNF methods and thresholds adopted for GAA CXM
• Protection to FSS in accordance with part 96
• Protection to DPA in accordance to part 96
• SAS methodology for aggregate interference margin allocation per CAT C CBSD remains the same as with CAT B CBS

• Proposal strikes to
• Balance a flexible regime to encompass a wide variety of use cases  for 5G NR.
• No change in protection to incumbents
• No added complexities for co existence among PAL or GAA users
• SAS handles CAT C CBSD same as CAT B CBSD for power and channel grant allocation
• Fair sharing of spectrum among PAL and GAA  as SAS will allow the same interference margin to each CBSD 

regardless of the power level
• Higher power CBSD is always conditional upon SAS to reallocate  to lower power 
• Fewer number of CAT C CBSD would be deployed as compared to CAT B reducing deployment cost
• Allows flexibility for network planning inside the licensed area
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